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Stereo volume measurement system Foreword

Foreword

These operating instructions provide you with detailed information about the
volume measurement system.

These instructions contain safety instructions to guarantee safe use.

The manufacturer strives to improve their products on an ongoing basis. They
reserve the right to carry out any and all modifications and improvements that
they consider to be necessary. However, this means that there is no obligation
to carry out retrospective modifications in this connection.

Danger

Before using the volume measurement system, you must have read and
understood the operating instructions and the safety regulations that
they contain.

Note

Errors and omissions in the documentation reserved. If necessary, please
inform the Bosche GmbH & Co. KG of any errors in the documentation. We
would also be grateful for any suggestions for improvements that you may
have.

The manufacturer's contact data is listed on the reverse of the title page. If you
have any queries or problems, please contact the manufacturer without delay.

Note
If you have any questions for Bosche GmbH & Co. KG, please have the serial
number to hand.
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1 | Safety Stereo volume measurement system

1 Safety

This chapter warns against possible risks when handling the device. The
information for detection of risks contained in this chapter is intended to allow a
save and correct operation.

@ It is important to read and adhere to this operating manual and
\ |
N\

particularly this chapter prior to operating this device.

1.1 For your safety
111  General
In addition to safety information, the operating manual includes:

* A general product description

Information about installation and connection of the device

* Instructions to operate the device

Maintenance and care instructions

Troubleshooting and remedy instructions

Technical data

Always keep this operating manual and additional documents for your
personnel at hand in the direct vicinity of the device.

Always adhere to all information, notes, instructions and explanations
contained in this manual! Avoid accidents caused by incorrect operations! Also
adhere strictly to the valid legal regulations in addition to the safety instructions
specified in this manual.

Prior to commissioning/start-up read the safety information/instructions and
familiarise yourself with dangerous areas.

The device is constructed according to the current state of art and the valid
safety regulations. However, there are risks in the event of incorrect operation
or non-observance of the safety regulations:

* Danger to limb and life of operators, third persons and animals staying in the
vicinity of the device.

» Danger to the device and other assets of the owner/user

¢ Danger to the efficient operation of the device.

Status:
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Stereo volume measurement system Safety |1

1.1.2  Safety symbols in this manual

1.2 Intended use

A

A
o

The following symbols are used on all important positions in this manual.
Particularly observe these notes and treat very carefully.

Danger

This note indicates the danger of injuries and/or danger to life, if specific
behaviour rules are not observed.

When this symbol appears in the operating manual, please take all
required safety measures.

Attention

This note warns against damage to assets as well as financial disadvantages
and responsibility under criminal law (e.g. loss of the warranty, cases of third
party risks, etc.).

Note
Important notes and information about efficient, economic and environmental
friendly handling are specified here.

The volume measurement system is used to measure the volume and weight
of objects in compliance with certain specifications (see Chapter 7, ‘Technical
Data’).

Any further use is considered as not in accordance with the intended use. The
manufacturer does not assume any liability for resulting damage.

The intended use also includes:

¢ Observance of all notes, information, instructions contained in the
documentation as well as in all manuals supplied by the manufacturer.

¢ Adherence of the maintenance and service conditions and intervals
prescribed by the manufacturer and

* Observance of technical data.

Adhere to the attendant accident prevention regulations as well as other
generally approved technical safety rules

1.3 Inappropriate use

* Use in explosive environments (ATEX zones).

* Modification or opening of the device.

Status:
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1.4

1.5

1.6

1.7
1.71

Hazard warnings on the volume measurement system

On the volume measurement system you will find pictograms according to EN
ISO 7010, which indicate special behaviour. These may not be removed and
must be maintained in legible condition.

Warning of hand injuries

At these danger points, hand injuries are possible due to
crushing between moving and fixed machine parts. Do
not reach into this areal

Do not enter the volume measurement system

Obligations of the owner/user

The owner/user obligates himself to only instruct people to work on the device,
who:

Are familiar with the basic rules concerning safety and accident prevention
and are trained in the operation of this device and

have read and understood the operating manual, the safety chapter as well
as the warning notes.

Obligations of the operator
All people instructed to operate the device obligate themselves:

to always ensure the safety of other people,
to read the operating manual, the safety chapter and the warning notes and
to only operate the device when they are familiarised with its functions.

to always keep the type plate and the safety and hazard information,
warnings and text information on the device/machine in a clearly legible
condition.

Description of the dangers
Danger of injury

Keep clear of moving parts to avoid fingers being trapped or clothing
becoming entangled.

Always switch off the device for care and maintenance work.
Never insert any pointed objects into the electric contacts.
Do not change the contacts.

Stop device operation, if the device or the connection line is damaged or
have a malfunction.

Page 6

BOSCHE Weighing Systems 2025\?'?3;}11311



Stereo volume measurement system Safety |1

1.7.2 Danger of damage

* Never place products on the weighing platform that exceed the maximum
load specified on the typeplate.

* Never use sharp objects to operate the terminal touchscreen.

¢ Shut the PC down after finishing work and do not just disconnect it from the
mains.

1.8 Liability and warranty

The BOSCHE company offers a restricted warranty for components, which
became faulty due to strain or material faults. The warranty starts with the date
of delivery. The BOSCHE company retains the right to repair or replace
components. Repair work executed during the warranty period will not extend
the period of warranty. The warranty becomes null and void:

* In the event of incorrect use / use other than the intended use or incorrect
installation

* Non-observance of the specifications in the operating manual
* Use outside the applications described
* Conversion, modification or opening of the device

* Unintentional or mechanical damage and damage caused by media, liquids,
natural wear.

* Overloading of the lifting mechanism and/or the weighing device.

1.9 Testing equipment monitoring

Within the scope of quality assurance, you must inspect the measuring
technology properties of the volume measurement system at regular intervals.

Check the results of the volume measurement system using an object whose
weight and dimensions you know for sure. If necessary, use a separate preci-
sion scale to determine the weight. If required, use a measuring device for
determining lengths to measure the dimensions.

Users must specify a suitable interval for testing as well as its scope. In this
connection, you must take into consideration the frequency of use and the
sensitivity of the application. In most cases, a two-year test frequency is
appropriate.

Status:
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2 | Description Stereo volume measurement system

2 Description

21 General
The volume measurement system system is use

* to measure the length, width and height of an object.

* to calculate the volume of the bounding box (determining the smallest
possible packaging).

* to determine the object weight and the volume weight.

The data that is determined can be used to improve the use of space (storage
or transportation location). At the same time, the system optimizes packaging,
storage and despatch. The data that is collected can be transferred to a
computer system.

Page 8 BOSCHE Weighing Systems 2025~°:'gt_u1311



Stereo volume measurement system

Description | 2

2.2 Construction
Item Designation
1 Scale with weighing platform and load cell.

Stereo camera for 3D recordings

Industrial PC with 12’ display (optional)

Lifting column

Control buttons for the lift function

Frame with swivel castors (all castors with parking brake)

Battery-Switch (optional)

O N oo g A~ WODN

Makita batteries (optional)

Status:
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2 | Description Stereo volume measurement system

2.21 Function

The volume measurement system is mobile on four swivel castors mounted on
the frame (6). The swivel castors are equipped with manually operated parking
brakes. The weighing platform (1) can be moved up and down using the control
buttons (arrow keys) (5). The distance between the weighing platform (1) and
the stereo camera (2) always remains constant!

Volume measurement is performed by a stereo camera (2) (3D images)
positioned in the upper part of the lifting column (4).

The weight is measured by the load cell installed beneath the weighing
platform and transmitted to the industrial PC. The object weight and the volume
weight are displayed on the industrial PC screen.

2.3 Industrial PC (optional)

The 12 Inch Bosche Industrial PC is used as a display device. The industrial
PC is operated via a touch screen.

The industrial PC has the following interfaces:
* one USB 2.0 port

* three USB 3.0 ports

* an Ethernet LAN connection

* two WLAN / Bluetooth

A Windows operating system is installed to operate the volume measurement
system. Weighing software is required.

Note
ﬂ The weighing software used is described in a separate operating manual.

Status:
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Stereo volume measurement system Description | 2

24 Battery switch (optional)

The Bosche Battery switch enables mobile working with Bosche weighing
systems. The weighing system is powered by two batteries, in which first a
battery is being discharged. Is this discharged or removed unexpectedly from
the device, the battery switch switches to the second battery. When the
secondary battery is discharged, the system switches back to the first battery.
If both batteries are discharged, the system shuts down controlled.

In addition, the battery switch offers the possibility to be powered by an external
power supply. If an AC adapter is connected, the battery switch turns right
around on this and the batteries are not discharged. The status of the batteries
is indicated via an LED status indicator. When switched off, the batteries are
separated from the hardware technology system and the batteries are not deep
discharged.

241 Status indicators

+ Battery-Switch in the off state. Operating-LED

- LEDs do not light up. \ LED:Button
9 /

©

BOSCHE

WAGETECHNIK

Status indicator Status indicator
Battery 1 Battery 2

» Battery-Switch started and powered via
power supply (without batteries)

- Operating-LED lights up blue. @

- LED-Button lights up green. BOSCHE

WAGETECHNIK

- The status indicators flash red.

» Battery-Switch started and powered via
power supply (with batteries).

- Operating-LED lights up blue.
- LED-Button lights up green.

BOSCHE

WAGETECHNIK

- The status indicators light up green.

Status:
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2 | Description

Stereo volume measurement system

+ Battery-Switch started (without power
supply unit) with two charged batteries.

- Operating-LED lights up blue. @

- All status indicators light up green.

- The first battery is discharged, the
first status indicator flashes.

BOSCHE

WAGETECHNIK

- When the first battery is empty,
automatically switches to the second

battery.

+ Remove battery 1 and recharge using

the Makita-charger.

- Status indicators (battery 1) flash [‘]

red.

* Insert charged battery.

- Status indicators light up again

green.

* Both batteries are empty.

- All status indicators flash red.

BOSCHE

WAGETECHNIK

r
- The PC switched off automatically. ) L‘J

BOSCHE

WAGETECHNIK

242 Communication protocol
The current battery status can be read via a serial RS232 interface. The baud
rate of the serial port is 9600 baud.
Commands:
BAT.POW:100<CR><LF> Status power supply unit from 0 — 100%
BAT.ST1:100<CR><LF> Status battery one from 0 — 100%
BAT.ST2:100<CR><LF> Status battery two from 0 — 100%
BAT.LOW<CR><LF> Both batteries empty. The System is switched off.

Page 12 BOSCHE Weighing Systems 2025%5?_[’131:



Stereo volume measurement system Description | 2

2.5 Measurement value output
The main page of the optional “VolumeScannerProfessional“ software displays
all the relevant measured values of the measurement object (the weight, the
volume weight, the length, width, height and volume). In addition, the system
saves this data.
The “VolumeScannerProfessional software either outputs the saved data as a.
CSV file or transfers it directly to a database.
Note

ﬂ If you use different weighing software, output of measured values is described

in its manual.

Status:
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3 | Transport, installation, connection Stereo volume measurement system

3.1

3.2

3.3
3.3.1

3.3.2

Transport, installation, connection

Control

When the device is delivered, check the packaging, the device and possible
accessories for visible damage.

Packaging and disposal

o

Transport

Keep all parts of the original packaging for a possible return.

Note

Only use the original packaging if the display is returned.

Prior to the transport, disconnect/fasten all loose/moving parts of the device.
Secure the parts against slipping/damage.

Dispose of the packaging and the display according to the national and/or local
regulations by law valid on the installation site. Separately dispose of a
defective battery according to the national and local regulations on
environmental protection and recycling.

Do not treat this product as standard waste. Please dispose of via a waste
management company.

Transport equipment

On delivery, the securely packed volume scale can be transported with a forklift
truck or pallet truck (using suitable aids such as anti-slip mats).

Precautions for Transport

A

Transport operations may only be carried out by qualified personnel.

Danger

During transport, there is a risk of the load tipping, swinging, or falling.
This may result in machine damage or life-threatening injuries. Ensure
that the load is adequately secured.

To prevent machine damage and life-threatening injuries, the following
measures must be observed:

* When lifting and during transport of the machine, always take its center of
gravity into account.

« Lifting and rigging equipment must comply with the applicable accident
prevention regulations.

* When selecting the load suspension and lifting gear, it is essential that you
take the weight of the component to be lifted into account.

¢ Be sure to block off the transport routes of suspended loads and mark these
routes so that nobody can remain in this area.

Danger
No-one may stand under a suspended load. Risk of accident!

e For transport using lifting equipment, all parking brakes must be engaged.

Page 14
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Stereo volume measurement system Transport, installation, connection | 3

3.3.3 Atfter the transport

A
o

Check the condition of the appliance immediately after the end of transport
(transport damage).

Report any transport damage found to the carrier and the operator of the
appliance.

Attention
Any damage caused during transport of the volume scale must be completely
and properly repaired before commissioning.

Note

If you do not have the appropriate tools, spare parts or knowledge for the
repair, please contact Bosche GmbH & Co. KG. You will find the address and
telephone number on the inside of the title page.

3.4 Setting up and installing the volume measurement system
3.41 Requirements for the installation site

Keep the device clean and do not expose it to an environment influencing the
display accuracy.

v~ R

Protect against draught! Protect against heat, Protect against tilting
sun and frost! and vibration!

!

(ﬁ,}) 0

Keep the unit clean! Avoid unstable Avoid humidity!
voltages sources!

Status:
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3 | Transport, installation, connection Stereo volume measurement system

3.4.2 Space requirements of the machine

!

2731 with lifting cylinder fully extended

617

343 Installation work

Danger
/A\ The volume measurement system weighs approximately 55 kg in total.

For manual lifting without the aid of lifting equipment, two persons are
required. Risk of accident!

* Put the volume measurement system on a level and stable surface.

* Engage all four parking brakes on the swivel castors once the volume
measurement system is in its designated working position. The floor covering
must be clean, non-slip and easy to clean.

* The free space around the installation location of the volume measurement
system must allow the product to be weighed to be placed on it and all
operating elements to be accessed.

Page 16 BOSCHE Weighing Systems 2025‘?’5‘3;_“131:



Stereo volume measurement system Transport, installation, connection | 3

3.5 Connection
3.5.1  Operation with alternating voltage (AC)

Note
“ Ensure that a 230 V AC voltage supply is available on the installation site
(unless operation with rechargeable batteries is intended).

Connecting cables must be laid in such a way that damage and hazards (e.g.
tripping hazards) are excluded.

¢ Insert the barrel connector of the power
supply unit into the socket (1) on the
weighing platform (located below the
battery).

* Insert the mains cable plug (2) into
the mains socket when operating
without battery (stationary use).

Danger
A Never disconnect plugs under load! Risk

of injury!

3.56.2 Operation with battery

For battery operation, two charged standard 18 V Makita batteries must be
used.

* Insert the two charged batteries (3) into the designated battery slots.

Note
ﬂ The batteries must be charged in a separate charging station supplied by the
manufacturer. Be sure to observe the manufacturer’s instruction.

S(t;tgﬁz_1 ] BOSCHE Weighing Systems Page 17
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Stereo volume measurement system

4.1

411

Operation

The machine consists of two components with separate controls:

* Lifting motor

e Scale

Both components require electrical power, which is supplied either via a 230 V

AC mains connection or an 18 V DC battery.

The scale is controlled by its own industrial PC.

Note
ﬁ The weighing software (VolumeScannerProfessional) used is described in a

separate operating manual.

Procedure

» Engage all four parking brakes (3) on the frame once the
volume measurement system is in its designated
working position.

Press lever down (1): brake engaged.
Press lever up (2): brake released.

* Press button (4) with the scale unloaded and keep it
pressed.

- The weighing platform moves upward.

* Press button (5) with the scale unloaded and keep it

pressed.

- The weighing platform moves downward.

Switching on and weighing

» With power supply unit:
Press the START-Button on the back, the PC starts
(LED-Button lights up green, Operating-LED lights up
blue)

+ Without power supply unit, with batteries:
Make sure that the battery switch is ready for operation
(LED-Button lights up green).

BOSCHE

WAGETECHNIK

Then press the START-Button on the back of the PC.

Page 18
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Stereo volume measurement system Operation | 4

* Wait until the system has booted and the main screen is displayed.
* Check that the weight display of the empty scale shows 0.00 kg.

» Zero® the scale, if the weight display of the empty scale does not show
0,00 kg.

* Place the test object freely on the weighing platform — do not drop or throw it!

* Check the data on the screen and confirm the measurements by touching
the 'Confirm Weighing' field."

Note
Always place only one object on the weighing platform at a time.

Note
ﬁ With an optional barcode scanner, the article data can be captured either
before or after the measurement.

41.2 Switching off

Close the weighing software by touching the X. The system closes the
software and you can see the Windows desktop.

Switch off the industrial PC by shutting down Windows.
* Disconnect the mains plug (stationary operation).

* Or remove the batteries (mobile operation) if recharging is required.

Status:
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5 | Troubleshooting Stereo volume measurement system

5 Troubleshooting
Possible fault symptoms include:
* The system displays obviously incorrect values.
* No data is transmitted.
¢ An object/weight is detected even though the weighing plate is empty.
If a fault occurs, the following corrective measures may be helpful:
* First, try restarting the system or
e Zero the scale.
¢ Clean the scale and check for any damage.

If the error persists, please contact our Customer Service department.

20 3
(V ov
!

Step1  Close the weighing software by touching the “X* area.

5.1 System restart

Step 2  Disconnect the mains plug or remove the batteries.
Step3  Wait for a few minutes until the system is safely deenergised.
Step 4  Restart the system.

Page 20 BOSCHE Weighing Systems 2025?5?_“131:



Stereo volume measurement system Troubleshooting | 5

5.2 Troubleshooting

Fault Remedy
Lifting cylinder does not operate: Check the power supply (mains,
— No power supply mains plug, charged battery, correctly
— No motor function inserted battery).
— Mechanical obstruction For any other faults, please contact

the manufacturer.

Unusual noises during operation of |Please contact the manufacturer.
the lifting cylinder.

Lifting cylinder performance limit Observe the maximum motor perfor-

reached. mance (lifting capacity) as specified in
the technical data.

Status:
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5 | Troubleshooting Stereo volume measurement system

5.3 Contacting customer service

Bosche GmbH & Co. KG
Reselager Rieden 3
49401 Damme

Phone +49 (0)5491 9996890
Fax +49 (0)5491 9996899
E-mail info@bosche.eu

54 Information needed when contacting customer service

Opersting company Information

Name of your company

Name of a contact

Contactdata
Phone
Fax
E-mail
Product Information
Model name

Serial number

Software revision number

Date of purchase

Name and location of supplier

Note
ﬁ Fill in the tables that are shown when you receive the volume measurement
system so you can easily refer back to them at any time

Information about the problem:

Examples of necessary information that supports troubleshooting:

¢ Has the volume measurement system worked since being supplied?
* Has the volume measurement system been in contact with water?

¢ Has there been fire damage?

* Has there been a thunderstorm before/during the fault?

Note
ﬁ Please include the entire prior history of the volume measurement system.

Status:
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Stereo volume measurement system Maintenance and care | 6

6 Maintenance and care

6.1 Cleaning

A

» Before starting cleaning, switch off the device and disconnect it from the
mains.

* Remove dust and other dirt from the camera and weighing platform using a
damp cloth.

* Rub all the surfaces with a dry cloth.

Attention
No moisture must enter the volume measurement system.

6.2 Maintenance, servicing

VAN
G0

Only trained service engineers who have been authorised by Bosche are
allowed to open the volume measurement system.

Danger
Before opening the volume measurement system, you must ensure that
it has been safely deenergised and disconnected from the mains.

Note
The lifting cylinder is maintenance-free

Status:
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7 Technical data

71 Technical drawing

10
Ll

2731 bei ausgefahrenem Hubzylinder

ann
200

an7
PR

i
Y
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Stereo volume measurement system Technical data | 7

7.2 Machine data

Feature Value/Unit
Lenght 815 mm
Widht 907 mm
Hight 2231 mm
Weighing platform 800 x 600 mm
Maximum package size 800 x 600 x 1000 mm
Minimum package size 30 x 30 x 30 mm
Weight ca. 55 kg
Scale resolution 109
Scale rated load up to 50 kg
Lifting stroke of the volume measu- max. 500 £ 10 mm
rement system
Lifting speed 8,5 mm/s

7.3 Power supply data

Feature Value/Unit
Electrical supply 230V, single-phase, max. 16 A
Battery voltage (internally generated) Makita 18 V battery (optional)
7.4 Environmental Conditions
Feature Value/Unit
Temperature +10 °C to +40 °C
Relative humidity max. 95 %
7.5 Scope of delivery
Component Note
Volume measurement system
Operating manual Paper
Operating manual software Download available at bosche.eu
VolumeScannerProfessional
Industrial PC (optional) Download available at bosche.eu
Power supply unit

Status:
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8

Declaration of Conformity

Bosche GmbH & Co. KG
Reselager Rieden 3

= D-49401 Damme
WAGETECHNIK Telefon: 05491 /999 689 - 0
Telefax: 05491/999 689 -9
E-Mail: info@bosche.eu
Internet: www.bosche.eu

EU-Konformitatserklarung
Declaration of conformity « Déclaration de conformité
Conformiteitsverklaring * Declaracion de conformidad

Typ / Modell . Volumenmesssystem
Type /Model « Modele Volume measuring system » Systéme de mesure du
Model - Tipo / Modelo volume « Volumetrisch meetsysteem « Sistema de

medicién volumétrica

Seriennummer siehe Typenschild.
For the serial number, see the nameplate « Pour le numéro de série, voir la plaque signalétique.
Voor het serienummer, zie het typeplaatje « Para el nimero de serie, consulte la placa de identificacion

Hersteller Bosche GmbH & Co. KG
Manufacturer « Fabricant « Fabrikant « Fabrikante

Die alleinige Verantwortung fiir die Ausstellung tragt der Hersteller.

The sole responsibility for the issue carries the manufacturer. « La seule responsibilité de I'exposition porte le
fabricant. « De verantwoordelijkheid voor de uitgifte draagt de fabrikant. < El unico responsable de la publicacion
lleva el fabricante.

Der oben genannte Gegenstand der Erklarung erfiillt die einschldgigen Harmonisierungs-
rechtsvorschriften der Union:

The above-mentioned object of the declaration complies with the relevant harmonization legislation of the Union «

L'objet de la déclaration susmentionné est conforme a la législation d'harmonisation pertinente de I'Union * Het
bovengenoemde voorwerp van de verklaring voldoet aan de relevante harmonisatiewetgeving van de Unie « El
objeto de la declaracion mencionado anteriormente cumple con la legislacion de armonizacion pertinente de la
Unién

2006/42/EG Maschinen-Richtlinie DIN EN 1SO 12100:2011
Machinery directive DIN EN 60204-1:2019
2014/30/EU EN 55032:2022
EMV-Richtlinie EN 61000-6-2:2019
EMC Directive EN 61000-6-4:2020

EN 61000-4-2:2009
EN 61000-4-3:2021
EN 61000-4-4:2013
EN 61000-4-5:2019
EN 61000-4-6:2014

2011/65/EU RoHS EN IEC 63000:2019

Unterzeichnet fiir und im Namen von Bosche:
Signed for and on behalf of: Signé pour et au nom de:
Ondertekend voor en namens: Firmado por y en nombre de:

s it

Damme, 21.11.2023 Dipl. Ing. Jarmila Bosche, PhD.
Geschiftsfiihrer « Managing Director
Directeur général ¢ Directeur ¢ Director general
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