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Roll-through Scale RSI W
Bosche Roll-through Scales series RSI W
The drive-through scales of the Bosche RSI series are very 
sturdy and space-saving. The integrated ramps make it easier 
to bring in goods and cargo. The scale is particularly suitable for 
determining the weight of small, mobile containers. The lateral 
bumper edges can prevent roller containers from falling down.
Construction
Made of powder-coated channelled sheet steel. The platforms are 
fitted with four laser-welded high-quality DMS load cells, IP 68. 
Weighing technology - Legal for trade
Evaluation electronics: BOSCHE MWI-T or GTW-T. 
The RSI MW in combination with the MWI-T is legal for trade (in 

accordance with the requirements of the International Organisa-
tion for Legal Metrology - OIML) and complies with the guide-
lines of accuracy class III. Alibi memory module for verifiable 
storage data.
Power Supply and Interfaces
The floor scale is supplied as standard for mains operation 
(mains plug included). The RS 232 interface allows a bidirec-
tional data transfer of weight data to a PC, printer or remote 
display.
Optional accessories
Second Display,  Printer, Stand, additional RRS232-Interface, 
Akkumulator

Transport wheels and handles

Very low drive-on height 
of just 15 mm

Optional with printer

Optionally with 
integrated signal light

Shielded cable,
length: 5m

Safely encased Industrial 
connector M12

Type (Non calibratable) Capacity Readability of the scale, d Total dimensions
Passage width and depth

RSI 0808 GTW-T 300 300 kg 100 g 1000 x 1200 mm
800 x 800 mm

RSI 0808 GTW-T 600 600 kg 200 g 1000 x 1200 mm
800 x 800 mm

RSI 1010 GTW-T 300 300 kg 100 g 1200 x 1400 mm
1000 x 1000 mm

RSI 1010 GTW-T 600 600 kg 200 g 1200 x 1400 mm
1000 x 1000 mm

Type (Calibratable) Capacity Calibration value, e Total dimensions
Passage width and depth

RSI 0808 MWI-T 600 600 kg 200 g 1000 x 1200 mm
800 x 800 mm

RSI 1010 MWI-T 600 600 kg 200 g 1200 x 1400 mm
1000 x 1000 mm
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